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ELECTROMAGNETICALLY ENGAGE A PORTABLE DEVICE 
TO A CHARGING UNIT SUCH THAT THE PORTABLE DEVICE 
IS MAGNETICALLY URGED TOWARDS AND SECURED 
TO AT LEAST A PORTION OF THE CHARGING UNIT 



1220 



SUPPLY A CHARGING CURRENT TO THE PORTABLE b)A If E ]~-f230 



PROVIDE AN ENGAGING CURRENT TO AT LEAST ONE 
ELECTROMAGNET OF THE CHARGING UNIT, WHICH 
CAUSES THE ELECTROMAGNET TO GENERATE AT 
LEAST ONE OF AN ATTRACTING MAGNETIC FIELD 
AND A REPULSIVE MAGNETIC FIELD 
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MAINTAIN STRENGTH OF MAGNETIC FIELD S 
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DECREASE STRENGTH OF 
MAGNETIC FIELD AS PORTABLE 
DEVICE IS CHARGED TOWARDS 
THE PREDETERMINED LEVEL 



WHEN THE PORTABLE DEVICE IS CHARGED TO A 
PREDETERMINED LEVEL, ELECTROMAGNETICALLY 
DECOUPLE THE PORTABLE DEVICE FROM THE 

CHARGING UNIT TO PERMIT A USER TO REMOVE 
THE PORTABLE DEVICE FROM THE CHARGING UNIT 
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ELECTROMAGNETICALLY ENGAGE A PORTABLE DEVICE 

TO A CHARGING UNIT IN A FIRST POSITION SUCH 
THAT THE PORTABLE DEVICE IS MAGNETICALLY URGED 
TOWARDS AND SECURED TO AT LEAST A FIRST 
PORTION OF THE CHARGING UNIT 
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SUPPLY A CHARGING CURRENT TO THE PORTABLE DEVICE^ 1330 



WHEN THE PORTABLE DEVICE IS CHARGED TO A 
PREDETERMINED LEVEL, ELECTROMAGNETICALLY 
ENGAGE THE PORTABLE DEVICE TO THE CHARGING 
UNIT IN A SECOND POSITION SUCH THAT THE PORTABLE 

DEVICE IS MAGNETICALLY URGED TOWARDS AND 
SECURED TO A SECOND PORTION OF THE CHARGING UNIT 
AND WHEN THE PORTABLE DEVICE IS IN THE SECOND 
POSITION, A USER IS PERMITTED TO REMOVE THE 
PORTABLE DEVICE FROM THE CHARGING UNIT 
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